















































Table 13 {Cont'd.)

SUMMARY OF THE BETHESDA-CHEVY CHASE

MASTER PLAN HIGHWAY NEEDS

Name {Route #) Limits

Recommendation

Current
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Conditions, Guidelines,
Other Recommendations

Possible
Long-term Changes

Major Highway Needs {Cont'd.)

b} Huntinglon
Phwy to
Woodmont Ave

Improvements may be needed
{or [uture Bethesda Business
District development

as part of MCDOT sidewalk
project

Improvements may include:
an additional lane, an

HOV lane, or reversible lanes;
such fmprovements must be
evaluated in Hght of a revision
to the Bethesda Sector Plan

Wisconsin Ave (Cont'd.)
o westbound Cedar La, Woodmont Ave can
add a through lane be butlt without adding -
o northbound MD 355, excessive traflle
add a right-tum lane to other area roads
R Delay tmplementation until serving the Nitl Naval -
determine how relate to traffic  and HBethesda CBD
growth from NIH and the employment centers
Bethesda CBD
- at Jones Brikige Intersection Endorse extsting CIP project F Existing CIP project includes
Rd : a right-turn lane on north-
bound Wisconsin Avenue
Bradley La to Four lanes ‘ Safety Improvements were Future changes should
Somerset Terr completed in the 1980's maintain planted medlan
0ld Georgetown Rd 1495 to Woodment Ave .
a} 1-495 Retain existing roadway width Widening of the road is An additional lane may be
Huntington undesirable due to excessive considered only i
Phkwy {mpact on property o can be used as an HOV
lane in peak periods
o endorsed by the County
Council as needed to
reduce severe congestion
and community impact
- at Greentree Rd Intersection Endorse existing CIP project D Short right-tum to be provided
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During the life span of the Master Plan, emphasis should be
on at-grade improvements at the intersection of Wisconsin Ave-
nue and Cedar Lane and the implementation of transit and
trip reduction policies to reduce highway traffic. This Plan rec-
ommends that a possible grade-separated interchange at
Wisconsin Avenue and Cedar Lane be retained as a possible
long-range project. If development or redevelopment occurs
on abutting parcels, the plans should be reviewed for the pur-
pose of reserving right-of-way for the future construction of the
interchange.

The Critical Lane Volume at the Cedar Lane intersection can
be reduced in the peak hours by the addition of a right-turn
lane on the eastbound approach of West Cedar Lane to
MD 355, the addition of a through lane on the westbound ap-
proach of Cedar Lane to MD 355, and the addition of a right-
turn lane on the northbound approach of MD 355 to Cedar
Lane,

A possible long-term change, beyond the Hfe of this Master
Plan, would be the addition of a lane in each direction on MD
355 from north of Cedar Lane to Jones Bridge Road. The addt-
tional lanes plus the improvements mentioned above would al-
most achieve acceptable levels of service. The additional lanes
would reduce congestion in this area by better separation of
the through traffic on MD 355 and the traffic generated by NIH
ard the Naval Center,

Transportation improvements in the Wisconsin Avenue corr-
der should also include alternative modes of travel. Not only
should local development be tied 1o the provision and enhance-
ment of non-auto modes of travel and the reduction of single-
occupant vehicles on the road, but consideration should be
given to reducing the fraffic volumes generated by develop-
ment in the whole corridor. Plans for expansion of employment
in the Federal agencies should be closely coordinated with eca-
pacity of the transportation system.

Old Georgetown Road (MD 187)

The daily traffic volume on MD 187 has not reached the ca-
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pacity of the road. Further traffic growth could result in
greater congestion and motorists’ use of Huntington Parkway
and Bradley Boulevard as a “short cut” route around the
Bethesda CBD. A transportation management district, if imple-
mented in the Bethesda Business District, could be used to re-
duce the demand for additional roadway capacity on MD 187.

Bradley Boulevard (MD 191)

It is recommended that Bradley Boulevard be reclassifled to
an arterial road between the Capital Beltway and Goldsboro
Road and retained as a two-lane road during the lifetime of the
Plan. A pedestrian/bicycle path should be constructed within
the existing right-of-way width of 100 feet, and the intersec-
tions at Huntington Parkway and Wilson Lane should be im-
proved,

It is recommended that Bradley Boulevard be
reclassified to an arterial road between
the Capital Beltway and Goldsboro
Road and retained as a two-
lane road during the
lifetime of the
Plan.

[ -

While congestion is expected to increase, the amount of in-
crease can be reduced if improvements are made at Hunting-
ton Parkway and Wilson Lane. These are the two most
congested intersections on Bradley Boulevard outside the
Bethesda CBD. Delays at these intersections could he reduced
by widening the approaches to two lanes so that a lane on
each approach could be used for left-turn movements,

River Road (MD 190)

The dally traffic on River Road is close to exceeding the
road’s capacity. The initial morning peak hour traffic forecast
indicates that an annual growth rate of about 0.5 to 1 percent



